
Spectrum Test Report

Sample : Date : 2024-01-15
Specification : L011-002 G Sam. Status : 1M
Sample No. : 10104-0548-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 50205 (77%)

T : 793 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1.0 = 5.703e+000mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.1911 y = 0.7197 / u' = 0.0679 v' = 0.5755 (duv=1.51e-01)
CCT= 7504K Prcp WL: Ld=530.8nm Purity=82.4%
Peak WL: Lp=521nm FWHM: =31.1nm Ratio:R=1.3% G=97.2% B=1.5%
Render Index: Ra = 0.0 TM30:Rf=3 Rg=10
R1 =0 R2 =0 R3 =0 R4 =0 R5 =0 R6 =0 R7 =0
R8 =0 R9 =0 R10=0 R11=0 R12=0 R13=0 R14=37 R15=0
LEVEL:OUT
TLCI Parameters: TLCI = 4.1
Photometric & Radiometric Parameters
Flux = 107.65 lm Eff. : 37.02 lm/W Fe = 221.28 mW

EEI: 0.20184 A
EEC: 37.0 G
Electrical parameters
V = 5.000 V I = 0.5815 A P = 2.908 W PF = 1.000
Freq=0.00 Hz
GBT5702



Spectrum Test Report

Sample : Date : 2024-01-15
Specification : L011-002 R Sam. Status : 1M
Sample No. : 10104-0548-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 48992 (75%)

T : 610 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1.0 = 9.168e+000mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.6939 y = 0.3059 / u' = 0.5254 v' = 0.5211 (duv=-7.78e-02)
CCT= 1001K Prcp WL: Ld=621.2nm Purity=100.0%
Peak WL: Lp=631nm FWHM: =15.6nm Ratio:R=95.7% G=4.3% B=-0.0%
Render Index: Ra = 26.2 TM30:Rf=1 Rg=814173356797366040000000000000000
R1 =6 R2 =77 R3 =31 R4 =0 R5 =1 R6 =89 R7 =6
R8 =0 R9 =0 R10=70 R11=0 R12=79 R13=29 R14=60 R15=0
LEVEL:OUT
TLCI Parameters: TLCI = 3.4
Photometric & Radiometric Parameters
Flux = 36.278 lm Eff. : 12.52 lm/W Fe = 177.20 mW

EEI: 0.40945 B
EEC: 12.5 G
Electrical parameters
V = 5.000 V I = 0.5796 A P = 2.898 W PF = 1.000
Freq=0.00 Hz
GBT5702



Spectrum Test Report

Sample : Date : 2024-01-15
Specification : L011-002 B Sam. Status : 1M
Sample No. : 10104-0548-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 48893 (75%)

T : 525 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1.0 = 1.120e+001mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.1541 y = 0.0829 / u' = 0.1672 v' = 0.2024 (duv=-1.32e-01)
CCT>=100000K Prcp WL: Ld=467.8nm Purity=88.0%
Peak WL: Lp=465nm FWHM: =22.8nm Ratio:R=7.6% G=34.1% B=58.3%
Render Index: Ra = 19.1 TM30:Rf=18 Rg=169
R1 =76 R2 =0 R3 =0 R4 =0 R5 =77 R6 =0 R7 =0
R8 =0 R9 =10 R10=0 R11=0 R12=0 R13=32 R14=0 R15=57
LEVEL:OUT
TLCI Parameters: TLCI = 7.6
Photometric & Radiometric Parameters
Flux = 30.722 lm Eff. : 10.60 lm/W Fe = 338.64 mW

EEI: 0.45388 B
EEC: 10.6 G
Electrical parameters
V = 5.000 V I = 0.5794 A P = 2.897 W PF = 1.000
Freq=0.00 Hz
GBT5702



Spectrum Test Report

Sample : Date : 2024-01-15
Specification : L011-002 3000±300K Sam. Status : 1M
Sample No. : 10104-0548-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 48664 (74%)

T : 1302 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1.0 = 3.781e+000mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.4387 y = 0.3925 / u' = 0.2568 v' = 0.5170 (duv=-4.89e-03)
CCT= 2874K Prcp WL: Ld=585.2nm Purity=49.5%
Peak WL: Lp=607nm FWHM: =119.7nm Ratio:R=24.2% G=72.7% B=3.2%
Render Index: Ra = 82.0 TM30:Rf=81 Rg=95
R1 =83 R2 =96 R3 =91 R4 =76 R5 =82 R6 =93 R7 =78
R8 =57 R9 =11 R10=88 R11=72 R12=75 R13=86 R14=96 R15=76
LEVEL:OUT
TLCI Parameters: TLCI = 67.7
Photometric & Radiometric Parameters
Flux = 176.52 lm Eff. : 32.54 lm/W Fe = 559.08 mW

EEI: 0.26668 B
EEC: 32.5 G
Electrical parameters
V = 5.000 V I = 1.085 A P = 5.425 W PF = 1.000
Freq=0.00 Hz
GBT5702



Spectrum Test Report

Sample : Date : 2024-01-15
Specification : L011-002 Mixed Sam. Status : 1M
Sample No. : 10104-0548-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 48869 (75%)

T : 467 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1.0 = 1.256e+001mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.3298 y = 0.3223 / u' = 0.2125 v' = 0.4673 (duv=-8.76e-03)
CCT= 5626K Prcp WL: Ld=-565.6nm Purity=4.4%
Peak WL: Lp=466nm FWHM: =25.2nm Ratio:R=22.1% G=70.3% B=7.6%
Render Index: Ra = 71.9 TM30:Rf=80 Rg=108
R1 =61 R2 =76 R3 =93 R4 =70 R5 =67 R6 =69 R7 =83
R8 =57 R9 =0 R10=51 R11=63 R12=61 R13=62 R14=94 R15=57
LEVEL:OUT
TLCI Parameters: TLCI = 78.7
Photometric & Radiometric Parameters
Flux = 328.75 lm Eff. : 26.93 lm/W Fe = 1.2201 W

EEI: 0.38072 B
EEC: 26.9 G
Electrical parameters
V = 5.000 V I = 2.441 A P = 12.21 W PF = 1.000
Freq=0.00 Hz
GBT5702


