
Spectrum Test Report

Sample : Date : 2024-10-10
Specification : L022-144 G Sam. Status : 1M
Sample No. : 10104-0373-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 49994 (76%)

T : 225 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1. 0 = 2. 200e+001mW/nm
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Spect r um CIE1931 EVERFINE

Colorimetric Parameters
Chromaticity Coordinate: x = 0.1502 y = 0.7280 / u' = 0.0526 v' = 0.5730 (duv=1.63e-01)
CCT= 8136K Prcp WL: Ld=523.6nm Purity=79.5%
Peak WL: Lp=518nm FWHM: =29.1nm Ratio:R=0.3% G=97.3% B=2.4%
Render Index: Ra = 0.0 TM30:Rf=1 Rg=6
R1 =0 R2 =0 R3 =0 R4 =0 R5 =0 R6 =0 R7 =0
R8 =0 R9 =0 R10=0 R11=0 R12=0 R13=0 R14=35 R15=0
LEVEL:OUT
TLCI Parameters: TLCI = 2.8
Photometric & Radiometric Parameters
Flux = 360.90 lm Eff. : 18.32 lm/W Fe = 778.17 mW

EEI: 0.57253 B
EEC: 18.3 G
Electrical parameters
V = 12.00 V I = 1.641 A P = 19.70 W PF = 1.000
Freq=0.00 Hz
GBT5702



Spectrum Test Report

Sample : Date : 2024-10-10
Specification : L022-144 R Sam. Status : 1M
Sample No. : 10104-0373-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 48518 (74%)

T : 280 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1. 0 = 2. 094e+001mW/nm
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Spect r um CIE1931 EVERFINE

Colorimetric Parameters
Chromaticity Coordinate: x = 0.6965 y = 0.3034 / u' = 0.5308 v' = 0.5203 (duv=-8.33e-02)
CCT= 1001K Prcp WL: Ld=622.6nm Purity=100.0%
Peak WL: Lp=631nm FWHM: =17.4nm Ratio:R=98.3% G=1.7% B=-0.0%
Render Index: Ra = 23.9 TM30:Rf=1 Rg=0
R1 =0 R2 =77 R3 =25 R4 =0 R5 =0 R6 =88 R7 =0
R8 =0 R9 =0 R10=70 R11=0 R12=78 R13=26 R14=56 R15=0
LEVEL:OUT
TLCI Parameters: TLCI = 1.7
Photometric & Radiometric Parameters
Flux = 87.240 lm Eff. : 4.46 lm/W Fe = 436.21 mW

EEI: 1.56443 E Lowest
EEC: 4.5 G
Electrical parameters
V = 12.00 V I = 1.629 A P = 19.55 W PF = 1.000
Freq=0.00 Hz
GBT5702



Spectrum Test Report

Sample : Date : 2024-10-10
Specification : L022-144 B Sam. Status : 1M
Sample No. : 10104-0373-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 49143 (75%)

T : 181 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1. 0 = 3. 543e+001mW/nm
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Spect r um CIE1931 EVERFINE

Colorimetric Parameters
Chromaticity Coordinate: x = 0.1308 y = 0.0728 / u' = 0.1449 v' = 0.1814 (duv=-1.49e-01)
CCT>=100000K Prcp WL: Ld=470.8nm Purity=95.8%
Peak WL: Lp=468nm FWHM: =24.6nm Ratio:R=0.6% G=19.0% B=80.4%
Render Index: Ra = 0.7 TM30:Rf=0 Rg=-75
R1 =0 R2 =0 R3 =0 R4 =0 R5 =6 R6 =0 R7 =0
R8 =0 R9 =0 R10=0 R11=0 R12=0 R13=0 R14=0 R15=2
LEVEL:OUT
TLCI Parameters: TLCI = 1.1
Photometric & Radiometric Parameters
Flux = 81.347 lm Eff. : 4.20 lm/W Fe = 1.0540 W

EEI: 1.62601 E Lowest
EEC: 4.2 G
Electrical parameters
V = 12.00 V I = 1.616 A P = 19.39 W PF = 1.000
Freq=0.00 Hz
GBT5702



Spectrum Test Report

Sample : Date : 2024-10-10
Specification : L022-144 Mixed Sam. Status : 1M
Sample No. : 10104-0373-00 Instrument : HAAS-2000(EVERFINE)
Manufacturer : Zedfy GmbH Test by : DINGNANJUAN

Test Condition
Temperature : 25.3 ℃ RH : 65.0%
WL Range : 350nm-1000nm IP : 48745 (74%)

T : 181 msTest Mode : Accuracy Test
Sensitivity : High

Spectrum
1. 0 = 3. 519e+001mW/nm
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Spect r um CIE1931 EVERFINE

Colorimetric Parameters
Chromaticity Coordinate: x = 0.2200 y = 0.2764 / u' = 0.1497 v' = 0.4233 (duv=3.41e-02)
CCT= 28840K Prcp WL: Ld=485.0nm Purity=42.8%
Peak WL: Lp=468nm FWHM: =25.1nm Ratio:R=16.1% G=69.6% B=14.3%
Render Index: Ra = 64.9 TM30:Rf=54 Rg=98
R1 =68 R2 =67 R3 =66 R4 =77 R5 =84 R6 =63 R7 =58
R8 =36 R9 =0 R10=23 R11=77 R12=68 R13=58 R14=79 R15=50
LEVEL:OUT
TLCI Parameters: TLCI = 16.4
Photometric & Radiometric Parameters
Flux = 516.10 lm Eff. : 26.22 lm/W Fe = 2.2149 W

EEI: 0.43464 B
EEC: 26.2 G
Electrical parameters
V = 12.00 V I = 1.640 A P = 19.68 W PF = 1.000
Freq=0.00 Hz
GBT5702


