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Spectrum Test Report

1.0=5.083mW/nm
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Spectrum CIE1931 EVERFINE

x = 0.6921 y = 0.3018

CCT = 1001K

Color Parameters:
Chromaticity Coordinate:x=0.6921 y=0.3018/u'=0.5285 v'=0.5186

CCT=1001K(Duv=-0.0811) Dominant WL:Ld =623.9nm Purity=98.2%

Ratio:R=98.7% G=1.3% B=0.1% Peak WL:Lp=630.2nm FWHM=15.2nm

Render Index:Ra=11.0 TM30:Rf=1 Rg=-1

R1 =7 R2 =81 R3 =25 R4 =-28 R5 =1 R6 =93 R7 =-5

R8 =-86 R9 =-250 R10=77 R11=-10 R12=74 R13=33 R14=56 R15=-42

Photo Parameters:
Flux = 19.16 lm Eff. : 1.33 lm/W Fe = 95.33 mW

Electrical parameters:
V = 24.000 V I = 0.6017 A P = 14.44 W PF = 1.000

LEVEL:OUT WHITE:OUT

Status: Integral T = 500 ms Ip = 19320 (29%)

Model:L029-Red Number:
Tester: Date:2025-04-28
Temperature:27.6Deg Humidity:65.0%
Manufacturer: Zedfy GmbH Remarks:
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Spectrum Test Report

1.0=4.061mW/nm
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Wavelength(nm)
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x = 0.1638 y = 0.7331

CCT = 7883K

Color Parameters:
Chromaticity Coordinate:x=0.1638 y=0.7331/u'=0.0571 v'=0.5752

CCT=7883K(Duv=0.1601) Dominant WL:Ld =526.5nm Purity=82.0%

Ratio:R=0.4% G=98.0% B=1.6% Peak WL:Lp=519.5nm FWHM=27.8nm

Render Index:Ra=-25.9 TM30:Rf=0 Rg=6

R1 =-35 R2 =-11 R3 =-28 R4 =-64 R5 =-9 R6 =-19 R7 =-9

R8 =-32 R9 =-349 R10=-113 R11=-94 R12=-39 R13=-41 R14=36 R15=-32

Photo Parameters:
Flux = 67.52 lm Eff. : 4.59 lm/W Fe = 140.3 mW

Electrical parameters:
V = 24.000 V I = 0.6128 A P = 14.71 W PF = 1.000

LEVEL:OUT WHITE:OUT

Status: Integral T = 500 ms Ip = 17153 (26%)

Model:L029-Green Number:
Tester: Date:2025-04-28
Temperature:27.6Deg Humidity:65.0%
Manufacturer: Zedfy GmbH Remarks:
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Spectrum Test Report

1.0=6.992mW/nm
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Wavelength(nm)
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x = 0.1307 y = 0.0725

CCT >= 100000K

Color Parameters:
Chromaticity Coordinate:x=0.1307 y=0.0725/u'=0.1449 v'=0.1808

CCT=100000K(Duv=0.1497) Dominant WL:Ld =470.8nm Purity=95.9%

Ratio:R=1.1% G=17.5% B=81.4% Peak WL:Lp=466.3nm FWHM=18.8nm

Render Index:Ra=-44.0 TM30:Rf=-1 Rg=-1

R1 =-6 R2 =-36 R3 =-127 R4 =-75 R5 =10 R6 =-46 R7 =-42

R8 =-30 R9 =-243 R10=-210 R11=-103 R12=-88 R13=-25 R14=-26 R15=5

Photo Parameters:
Flux = 13.23 lm Eff. : 0.94 lm/W Fe = 173.4 mW

Electrical parameters:
V = 24.000 V I = 0.5856 A P = 14.05 W PF = 1.000

LEVEL:OUT WHITE:OUT

Status: Integral T = 500 ms Ip = 23208 (35%)

Model:L029-Blue Number:
Tester: Date:2025-04-28
Temperature:27.6Deg Humidity:65.0%
Manufacturer: Zedfy GmbH Remarks:
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Spectrum Test Report

1.0=6.578mW/nm
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Wavelength(nm)
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x = 0.2408 y = 0.2990

CCT = 14482K

Color Parameters:
Chromaticity Coordinate:x=0.2408 y=0.2990/u'=0.1578 v'=0.4407

CCT=14482K(Duv=0.0302) Dominant WL:Ld =486.8nm Purity=33.9%

Ratio:R=18.2% G=70.0% B=11.9% Peak WL:Lp=467.2nm FWHM=19.0nm

Render Index:Ra=62.4 TM30:Rf=48 Rg=101

R1 =59 R2 =70 R3 =74 R4 =74 R5 =77 R6 =65 R7 =57

R8 =24 R9 =-129 R10=31 R11=71 R12=67 R13=56 R14=83 R15=41

Photo Parameters:
Flux = 94.14 lm Eff. : 4.00 lm/W Fe = 380.6 mW

Electrical parameters:
V = 24.000 V I = 0.9809 A P = 23.54 W PF = 1.000

LEVEL:OUT WHITE:OUT

Status: Integral T = 500 ms Ip = 21844 (33%)

Model:L029-White Number:
Tester: Date:2025-04-28
Temperature:27.6Deg Humidity:65.0%
Manufacturer: Zedfy GmbH Remarks:


