
Sp e c t r u m Te s t Re p o r t

Sample : Date : 2025-07-03

Specification : L046-W Sam.Status : 1M

Sample No. : 070303 Instrument : HAAS-1200(EVERFINE)

Manufacturer : Zedfy GmbH Test by : Wei Liu

Test Condition

Temperature : 22℃ Ambient Humidity : 29%

WL Range : 350nm-1000nm T : 25ms

Test Mode : fast test

CIE1931 EVERFINE
x = 0.2837 y = 0.2472

CCT = 14021K

Colorimetric Parameters :
Chromaticity Coordinate :x=0 .2837 y=0 .2472/u '=0 .2102 v '=0 .4120
Related color temperature:CCT=14021K(Duv=-0 .0256) Primary WL :λd=453 .1nm

Purity=27 .6% Ratio :R=30 .8% G=54 .8% B=14 .4% Peak WL:λp=466 .5nm FWHM=20.5nm

Render Index :Ra=16 .6 AvgR=0 .0

R1 =0 .0 R2 =16 .3 R3 =65 .7 R4 =0 .0 R5 =0 .0 R6 =12 .4 R7 =38 .7

R8 =0 .0 R9 =0 .0 R10=0 .0 R11=0 .0 R12=7 .7 R13=0 .0 R14=74 .6 R15=0 .0

Photometric Parameters
L i g h t f l u x Φ = 754 .1 lm Flux Φe = 3 .706 W

Instrument status: T = 25 ms Ip = 49503 (76%)
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Sp e c t r u m Te s t Re p o r t

Sample : Date : 2025-07-03

Specification : L046-NW Sam.Status : 1M

Sample No. : 070303 Instrument : HAAS-1200(EVERFINE)

Manufacturer : Zedfy GmbH Test by : Wei Liu

Test Condition

Temperature : 22℃ Ambient Humidity : 29%

WL Range : 350nm-1000nm T : 51ms

Test Mode : fast test

CIE1931 EVERFINE

x = 0.4308 y = 0.3999

CCT = 3072K

C o l o r i m e t r i c Pa r a m e t e r s :
Chromaticity Coordinate :x=0 .4308 y=0 .3999/u '=0 .2484 v '=0 .5188
Related color temperature:CCT=3072K(Duv=-0 .0008) Primary WL :λd=582 .8nm

Purity=49 .3% Ratio :R=22 .3% G=75 .0% B=2 .7% Peak WL:λp=601 .4nm
FWHM=123.5nm

Render Index:Ra=81 .2 AvgR=0 .0

R1 =79 .5 R2 =90 .9 R3 =95 .3 R4 =78 .3 R5 =79 .9 R6 =88 .7 R7 =81 .1

R8 =55 .8 R9 =0 .0 R10=79 .1 R11=77 .0 R12=70 .4 R13=82 .3 R14=98 .1 R15=71 .8

Photometric Parameters :
L i g h t f l u x Φ = 1174 lm Flux Φe = 3 .540 W

Instrument status: T = 51 ms Ip = 46319 ( 71%)
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Sp e c t r u m Te s t Re p o r t

Sample : Date : 2025-07-03

Specification : L046-R Sam.Status : 1M

Sample No. : 070303 Instrument : HAAS-1200(EVERFINE)

Manufacturer : Zedfy GmbH Test by : Wei Liu

Test Condition

Temperature : 22℃ Ambient Humidity : 29%

WL Range : 350nm-1000nm T : 20ms

Test Mode : fast test

Spectrum 1 .0=72 .034mW/nm
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CIE1931 EVERFINE
x = 0.6945 y = 0.3044

CCT = 1001K

Colorimetric Parameters :
Chromaticity Coordinate :x=0 .6945 y=0 .3044/u '=0 .5278 v '=0 .5204
Related color temperature:CCT=1001K(Duv=-0 .0803) Primary WL :λd=622 .1nm

Purity=99 .7% Ratio :R=97 .1% G=2 .8% B=0 .0% Peak WL:λp=631 .7nm FWHM=16 .7nm

Render Index :Ra=27 .0 AvgR=0 .0

R1 =8 .1 R2 =79 .6 R3 =30 .3 R4 =0 .0 R5 =3 .3 R6 =91 .8 R7 =3 .2

R8 =0 .0 R9 =0 .0 R10=73 .9 R11=0 .0 R12=78 .2 R13=32 .2 R14=59 .7 R15=0 .0

Photometric Parameters:
L i g h t f l u x Φ = 292 .1 lm Flux Φe = 1 .453 W

Instrument status: T = 20 ms Ip = 4669 7 ( 71%)

GBT5702
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Sp e c t r u m Te s t Re p o r t

Sample : Date : 2025-07-03

Specification : L046-G Sam.Status : 1M

Sample No. : 070303 Instrument : HAAS-1200(EVERFINE)

Manufacturer : Zedfy GmbH Test by : Wei Liu

Test Condition

Temperature : 22℃ Ambient Humidity : 29%

WL Range : 350nm-1000nm T : 40ms

Test Mode : fast test

Spectrum 1 .0=27 .172mW/nm
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CIE1931 EVERFINE

x = 0.1741 y = 0.7243

CCT = 7757K

Colorimetric Parameters :
Chromaticity Coordinate :x=0 .1741 y=0 .7243/u '=0 .0614 v '=0 .5747
Related color temperature:CCT=7757K(Duv=0 .1563) Primary WL :λd=527 .8nm

Purity=81 .1% Ratio :R=0 .3% G=97 .9% B=1 .8% Peak WL:λp=521 .3nm
FWHM=30.8nm

Render Index :Ra=0 .0 AvgR=0 .0

R1 =0 .0 R2 =0 .0 R3 =0 .0 R4 =0 .0 R5 =0 .0 R6 =0 .0 R7 =0 .0

R8 =0 .0 R9 =0 .0 R10=0 .0 R11=0 .0 R12=0 .0 R13=0 .0 R14=41 .5 R15=0 .0

Photometric Parameters :
L i g h t f l u x Φ = 501 .8 lm Flux Φe = 1 .018 W

Instrument status:T = 40 ms Ip = 45949 (70%)

GBT5702
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Sp e c t r u m Te s t Re p o r t

Sample : Date : 2025-07-03

Specification : L046-B Sam.Status : 1M

Sample No. : 070303 Instrument : HAAS-1200(EVERFINE)

Manufacturer : Zedfy GmbH Test by : Wei Liu

Test Condition

Temperature : 22℃ Ambient Humidity : 29%

WL Range : 350nm-1000nm T : 25ms

Test Mode : fast test

相对光谱 1 .0=67 .302mW/nm
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Colorimetric Parameters :
Chromaticity Coordinate :x=0 .1307 y=0 .0691/u '=0 .1465 v '=0 .1743
Related color temperature:CCT=100000K(Duv=-0 .1536) Primary WL :λd=470.3nm

Purity=96 .5% Ratio :R=0 .4% G=16 .7% B=82 .9% Peak WL:λp=466 .2nm FWHM=19 .4nm

Render Index :Ra=0 .5 AvgR=0 .0

R1 =0 .0 R2 =0 .0 R3 =0 .0 R4 =0 .0 R5 =4 .2 R6 =0 .0 R7 =0 .0

R8 =0 .0 R9 =0 .0 R10=0 .0 R11=0 .0 R12=0 .0 R13=0 .0 R14=0 .0 R15=0 .0

Photometric Parameters :
L i g h t f l u x Φ = 125 .4 lm Flux Φe = 1 .708 W

Instrument status:T = 25 ms Ip = 53331 (81%)

GBT5702
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