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Report Title

Spectrum Test Report

1.0 = 1.179e+001mW/nm

350 513 675 838 1000
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Spectrum CIE1931 EVERFINE

Colorimetric Parameters
Chromaticity Coordinate:x=0.6943 y=0.3055/u'=0.5262 v'=0.5210

CCT=1001K(Duv=-0.0786) Dominant WL:Ld =621.5nm Purity=100.0%

Peak WL:Lp=628.3nm FWHM=15.9nm

Render Index:Ra=23.7

R1 =0 R2 =77 R3 =23 R4 =0 R5 =0 R6 =89 R7 =0

R8 =0 R9 =0 R10=70 R11=0 R12=79 R13=26 R14=55 R15=0

Photometric & Radiometric Parameters
Flux=48.66 lm Eff.:11.82 lm/W Fe=229.9 mW

EEI: 0.48319 B

EEC: 11.8 G

Electrical parameters
V=12.00 V I=0.3432 A P=4.118 W PF=1.000

Freq=0.00 Hz

LEVEL:OUT

Status: Integral T = 388 ms Ip = 47998 (73%)

Test Mode: Accuracy Test; Sensitivity = High; Tecool: ON

GBT5702
Model:LHT-001 / LHT-004 Number:10501-0211-00
Test By:DINGNANJUAN Date:2023-08-17
Temperature:25.3 ℃ Humidity:65.0%
Manufacturer: Zedfy GmbH Remarks:40×500MM
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Report Title

Spectrum Test Report

1.0 = 9.855e+000mW/nm

350 513 675 838 1000
Wavelength(nm)
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Colorimetric Parameters
Chromaticity Coordinate:x=0.1452 y=0.7307/u'=0.0506 v'=0.5730

CCT=8206K(Duv=0.1650) Dominant WL:Ld =523.0nm Purity=79.7%

Peak WL:Lp=517.3nm FWHM=27.6nm

Render Index:Ra=0.0

R1 =0 R2 =0 R3 =0 R4 =0 R5 =0 R6 =0 R7 =0

R8 =0 R9 =0 R10=0 R11=0 R12=0 R13=0 R14=34 R15=0

Photometric & Radiometric Parameters
Flux=154.5 lm Eff.:30.51 lm/W Fe=335.6 mW

EEI: 0.27361 B

EEC: 30.5 G

Electrical parameters
V=12.00 V I=0.4220 A P=5.064 W PF=1.000

Freq=0.00 Hz

LEVEL:OUT

Status: Integral T = 388 ms Ip = 52018 (79%)

Test Mode: Accuracy Test; Sensitivity = High; Tecool: ON

GBT5702
Model:LHT-001 / LHT-004 Number:10501-0211-00
Test By:DINGNANJUAN Date:2023-08-17
Temperature:25.3 ℃ Humidity:65.0%
Manufacturer:Zedfy GmbH Remarks:40×500MM
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Report Title

Spectrum Test Report

1.0 = 1.981e+001mW/nm

350 513 675 838 1000
Wavelength(nm)
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Spectrum CIE1931 EVERFINE

Colorimetric Parameters
Chromaticity Coordinate:x=0.1379 y=0.0577/u'=0.1614 v'=0.1521

CCT=100000K(Duv=-0.1657) Dominant WL:Ld =467.4nm Purity=96.4%

Peak WL:Lp=463.1nm FWHM=20.0nm

Render Index:Ra=1.4

R1 =0 R2 =0 R3 =0 R4 =0 R5 =11 R6 =0 R7 =0

R8 =0 R9 =0 R10=0 R11=0 R12=0 R13=0 R14=0 R15=7

Photometric & Radiometric Parameters
Flux=33.78 lm Eff.:7.98 lm/W Fe=508.2 mW

EEI: 0.62512 C

EEC: 8.0 G

Electrical parameters
V=12.00 V I=0.3527 A P=4.232 W PF=1.000

Freq=0.00 Hz

LEVEL:OUT

Status: Integral T = 251 ms Ip = 50726 (77%)

Test Mode: Accuracy Test; Sensitivity = High; Tecool: ON

GBT5702
Model:LHT-001 / LHT-004 Number:10501-0211-00
Test By:DINGNANJUAN Date:2023-08-17
Temperature:25.3 ℃ Humidity:65.0%
Manufacturer:Zedfy GmbH Remarks:40×500MM
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Report Title

Spectrum Test Report

1.0 = 1.893e+001mW/nm

350 513 675 838 1000
Wavelength(nm)
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Colorimetric Parameters
Chromaticity Coordinate:x=0.2237 y=0.2480/u'=0.1619 v'=0.4037

CCT=100000K(Duv=0.0190) Dominant WL:Ld =480.8nm Purity=44.7%

Peak WL:Lp=463.5nm FWHM=20.4nm

Render Index:Ra=59.6

R1 =52 R2 =66 R3 =71 R4 =71 R5 =71 R6 =64 R7 =60

R8 =21 R9 =0 R10=16 R11=60 R12=66 R13=50 R14=80 R15=32

Photometric & Radiometric Parameters
Flux=224.4 lm Eff.:19.72 lm/W Fe=1.021 W

EEI: 0.47069 B

EEC: 19.7 G

Electrical parameters
V=12.00 V I=0.9483 A P=11.38 W PF=1.000

Freq=0.00 Hz

LEVEL:OUT

Status: Integral T = 251 ms Ip = 48611 (74%)

Test Mode: Accuracy Test; Sensitivity = High; Tecool: ON

GBT5702
Model:LHT-001 / LHT-004 Number:10501-0211-00
Test By:DINGNANJUAN Date:2023-08-17
Temperature:25.3 ℃ Humidity:65.0%
Manufacturer:Zedfy GmbH Remarks:40×500MM


